3-Wire, 4"

Submersible
Well Pumps

For Residential Water Systems
or Agricultural Applications

Pumps to depth of 400'

High Performance

Proven floating stack impeller design for
sand resistance and reduced sand locking

Durable Construction
Stainless steel pump and motor housing

Control Box Included

1/2 HP _— 1 HP 14-26.2 GPM

PERFORMANCE
MODEL/ UPC CA(&T;:'(\_I‘,HD;;)"S. \,\:EIB(;H)T J
250' | 300" | 350°
(ll:zlz’si‘t;'ofi /2 | 10 | 230 | 132 3 : 1-1/4" 21x125x12.3 25 ;
53'2.3135?0?9% 3/4 | 10 | 230 |148| 142|134 | 126|117 | 88 | 52 | - - - - 1-1/4" 6x4.6x 40 28
5'2'3?5?0?911:3 1 10 | 230 - - | 147 | 14 | 134|117 | 97 | 73 | 44 | - . 1-1/4" 6x 4.6 x 40 31
]
gz?sﬁgfs 1-1/2| 10 230 - - - - |149]138|125|11.2|104 | 79 | 58 1-1/4" 6 x 4.5 x 49 41
5‘2'3135?0?9?5 1 20 | 230 | 27 | 245|220 | 194 | 168 | 26 | - - . . . 1-1/4" 5x4.5x43.5 30 ]
5531351362'54 1-1/2| 20 | 230 - - | 262|243|223[17.3| 8 . s : y 1.1/4" 48;94% 55.3 .
*All performances shown in gallons per minute at 40 PS discharge pressure at the top of the well. D Optimal pump performance “
| :

Includes: Control box




