
GRUNDFOS
CMBE BOOSTER

• Constant pressure and commercial grade quality in 
one compact system

• All-in-one solution including pump, motor, tank, 
pressure and flow sensor, controller and check valve  
        
      

• Reliable and easy to install
• Highly efficient ECM motor reduces operating costs
• Drinking water NSF 61/372 approved

The Grundfos CMBE is a compact, 
constant pressure pump system for 
water supply and boosting in 
domestic and light commercial 
applications. 

FEATURES AND BENEFITS

LISTED

C
Drinking Water System Component

NSF / ANSI 61
NSF / ANSI 372

FEATURES AND BENEFITS
• Constant pressure and commercial grade quality in 

one compact system
• All-in-one solution including pump, motor, tank, 

pressure and flow sensor, controller and check valve  
        
      

• Reliable and easy to install
• Highly efficient ECM motor reduces operating costs
• Drinking water NSF 61/372 approved

(1x230V)

CMBE Booster
GRUNDFOS



USER CONTROL PANEL

Note: (*) indicates pump may be 5-10% undersized on flow at desired pressure.

Note: (*) indicates pump may be 5-10% undersized on flow at desired pressure.

CMBE SELECTION GUIDES 
1x115V Supply Power Flow Rate Selection Chart

1x230V Supply Power Flow Rate Selection Chart

• Recommended

PSI Boost
0-10  

GPM

0-15 

GPM

0-20 

GPM

0-25 

GPM

20 psi CMBE 1-44 CMBE 1-44 CMBE 3-30 CMBE 3-30

25 psi CMBE 1-44 CMBE 1-44 CMBE 3-30 CMBE 3-30

30 psi CMBE 1-44 CMBE 1-44 CMBE 3-30 CMBE 3-51

35 psi CMBE 1-44 CMBE 1-75 CMBE 3-51 *CMBE 3-51

40 psi CMBE 1-44 CMBE 3-51 *CMBE 3-51 *CMBE 3-51

45 psi CMBE 1-44 CMBE 3-51 *CMBE 3-51 -

50 psi CMBE 1-44 CMBE 3-51 - -

55 psi CMBE 1-75 *CMBE 3-51 - -

60 psi CMBE 1-75 *CMBE 3-51 - -

65 psi *CMBE 1-75 - - -

70 psi *CMBE 1-75 - - -

75 psi *CMBE 1-75 - - -

80 psi *CMBE 1-75 - - -

PSI Boost
0-15  

GPM

0-25 

GPM

0-35 

GPM

0-45 

GPM

0-55 

GPM

0-65 

GPM

0-70 

GPM

20 psi CMBE 1-44 CMBE 3-30 CMBE 5-31 CMBE 10-54 CMBE 10-54 CMBE 10-54 CMBE 10-54

25 psi CMBE 1-44 CMBE 3-30 CMBE 5-31 CMBE 10-54 CMBE 10-54 CMBE 10-54 CMBE 10-54

30 psi CMBE 1-75 CMBE 5-31 CMBE 5-31 CMBE 10-54 CMBE 10-54 CMBE 10-54 *CMBE 10-54

35 psi CMBE 1-75 CMBE 3-62 CMBE 5-31 CMBE 10-54 CMBE 10-54 *CMBE 10-54 -

40 psi CMBE 1-75 CMBE 3-62 CMBE 5-62 CMBE 10-54 *CMBE 10-54 - -

45 psi CMBE 1-75 CMBE 3-62 CMBE 5-62 *CMBE 10-54 - - -

50 psi CMBE 1-99 CMBE 3-62 CMBE 5-62 *CMBE 10-54 - - -

55 psi CMBE 1-99 CMBE 3-93 CMBE 5-62 - - - -

60 psi CMBE 1-99 CMBE 3-93 CMBE 5-62 - - - -

65 psi CMBE 1-99 CMBE 5-62 - - - - -

70 psi CMBE 3-93 CMBE 5-62 - - - - -

75 psi CMBE 3-93 CMBE 5-62 - - - - -

80 psi CMBE 3-93 CMBE 5-62 - - - - -

Set the desired setpoint by pressing      or     . The light fields on the 
control panel will indicate the setpoint set. Continuously pressing 
    will stop the pump. 
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GRUNDFOS North America 
2001 ButterField Rd, Ste 1700
Downers Grove, IL  60515

www.grundfos.us 
www.grundfos.ca
www.grundfos.mx
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